
The LED Advantage series of recessed downlights make it simple and 
affordable to upgrade existing recessed housings to LED. Available in a 
5/6” design, the Advantage downlight works well in a variety of residential 
and commercial applications with a rated life of 50,000 hours and a color 
rendering index of 90+. Finish options include smooth or baffle designs 
that are available in white or dark bronze finishes.

Features
• 90+ CRI for optimum color clarity
• Available in 2700K and 3000K options
• Features white and Dark Bronze finishes
• Easy installation with spring loaded torsion clips
• Adjustable spring loaded torsion clips fit most  

5” or 6” Type IC rated cans
• Durable & glare-free frosted polycarbonate lens
• Suitable for use in wet locations
• 10-100% Dimming with most TRIAC, CL, MLV  

and ELV dimmers
• Includes standard E26 socket connection 
• 50,000 hour rated life
• cETLus Listed and ENERGY STAR Certified

Dimming Options
• ELV (10-100%)
• CL (10-100%)
• TRIAC (10-100%)

Listing / Ratings

LED Advantage AD56 Downlight

Technical Information
Series
Input Voltage
CCT
CRI
Wattage
Lumens
Beam Angle
Dimmable
Mounting
Rating
Rated Life

AD56
120V AC, 60Hz
2700K / 3000K
90+
See individual product
900-930Lm
86°
10-100%
Recessed mount to existing can
cETLus Listed (wet location)
50,000 hrs

Available Finishes

White Dark Bronze

Ordering Information
AD56-27-WH
AD56-30-WH
AD56-B30-WH
AD56-30-DB
AD56-B30-DB

Advantage 5/6” - White / 2700K / 925Lm / 15.2W
Advantage 5/6” - White / 3000K / 900Lm / 15.2W
Advantage 5/6” - White Baffle / 3000K / 930Lm / 15.1W
Advantage 5/6” - Dark Bronze / 2700K / 900Lm / 15W
Advantage 5/6” - Dark Bronze Baffle / 3000K / 903Lm / 15.1W

www.AmericanLighting.com
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DOWNLIGHTING / LED ADVANTAGE AD56


